Technical Information Stattbahnhof Schweinfurt:

Address:
Stattbahnhof
Alte Bahnhofstrafie 8-12
97422 Schweinfurt




Loading & Parking
For Nightliner directly at the Load in

additionally there are space for two Vans

Powersupply 16A CEE for Nightliner

Load in

Door dimensions:

Width: 0,9cm
Height: 1,95cm
If vou have wider devises to load in, please let us know! We will find a solution!
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Stage hight: 1,0m

Drum Riser: 3,80m x 2,00m (Hight: 0,23 m)




Lightning Informations

FOH

Software: Stairville DMX Joker Pro Hardware: JB Lightning FX (Midi Controller)
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Lights and Position

4x Stairville Nova Spot 250

12x Stairville Bowl Beam 604 LED COB
Beam Section Ring Section

12x Stairville MH X30 LED Beam




ACL Group 1 (Stairville Z100M Par 64) Group 2 S(tairville Z100M Par 64)

4x Stairville LED Blinder2COB




6x Stairville CX6 (Wing Lights)

Fronttruss

4x Stairville Z100M PAR 64
4x Stairville MH Z1915

Connections to Stage and Power Supply

2x CATO6A (free)
2x XLR (free)

1x 32A (CEE (free)
1x 16A CEE (free)



Sound-System Information
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FOH

Console: Midas M32 + Midas Digital DL32
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FOH with a view of the stage



Sound-System
Main-PA:
Community 4-Way Horn System
Digital-Controller (calibrated and in phase)

8x 15-Inch Horn-Sub
2x Top per Side (1x12%/1x2*/2xTransducer per Top)

Center Speaker:
1x Achat Pro 110M

Delay-Line
2x Achat Pro 206

Monitor-System:

Floor-Monitor:

- 6x EV FM1502 (15°/1%)

- 6x D&B Audiotechnik Max15 (15/2) with D&B System-Amplifiers)

(!! Only the EV-Monitoring are included in the vanue rental!! Please ask for the rental conditions
for the D&B Monitor-System!!)

Drum-Wedge:

- 1x EV ELX 118 (18 Subwoofer)
- Ix EV ELX 115 (15°/1* Top)

Connections to Stage and Power Supply

4x Cat6A (free)
1x CAE Multicore 32/8 (Stagebox 32/8)



Microphones/DI/stuff

Mic’s

- 6x Shure SM58

- 2x Shure BetaSM58
- 4x Shure SM57

- 2x Shure Beta51

- 2x Shure Beta91

- 3x Sennheiser E906
- 6x Sennheiser E604

- 4x AKG SE300B with CK91 (Condensor)
- Ix AKG D112

DI’s

- 4x Monarch DJB100 (passiv Mono-Di)
- 2x Palmer PANO2 (Active Mono-Di)

- 1x Palmer PANO4 (Passiv Stereo-Di)

Mic-Stands:

- 20x K&M Stand with Boom-Arm

- 5x K&M Short-Stand with Boom-Arm

- 3x K&M Stand with RoundBase and Boom Arm

- 5x K&M Short-Stand with RoundBase and Boom Arm

Cables:

- 40x Cordial XLR-Cable (Neutrik) 9m
- 30x Cordial XLR-Cable (Neutrik) 6m
- 10x Cordial XLR-Cable (Neutrik) 3m

D&B EP5 Cable 4x2,5mm?2
-4x 10m
-4x 2m

EV XLR Loudspeaker-Cable 2x2,5mm?2
- 6x 10m
- 3x2m

Sub-Core Stage:
- 2x 8xXLR Subcore (10m)



